
Tabuvere Põhikooli projektorid
LISA 1

Tehniline kirjeldus

1. Klassiruumide projektorid – 12 tk

Projektori tüüp:  Lähikuvaprojektor
Projektor Epson interaktiivne EB-696Ui või samaväärne
Projektori kinnitustüüp: Seinakinnitus

Mõõtmed           474 x 447 x 130 mm
Kaal       8,3kg
Toitevool            100 - 240 W
Müratase            37dB (A), 30dB(A) eco reziimis
Voolutarve         401W, 334W (Öko), 0,5W (ootel)

Tehnoloogia      3LCD 0,67" paneel
Resolutsioon     WUXGA 1920x1200 16:10
Ühilduvad operatsioonisüsteemid           Linux, Mac OS 10.10.x, Mac OS 10.7.x, 
Mac OS 10.8.x, Mac OS 10.9.x, Mac OS X 10.11.x, Ubuntu 14.10, Ubuntu 15.04, 
Ubuntu 15.10, Ubuntu 16.04 LTS, Windows 10, Windows 8, Windows 8.1
Ekraan  70" - 100"
Kuva suhe           16:10
Valgustugevus  3800 ANSI
Kontrasti suhe  16 000:1
Lambi tööiga      5000 tundi/ 10 000 tundi (normaalrežiimis / Eco-režiimis)
Liidesed               USB 2.0 Type A (2x), USB 2.0 Type B, RS-232C, Ethernet 
interface (100 Base-TX / 10 Base-T), Wireless LAN IEEE 802.11b/g/n (WiFi 4) 
(optional), VGA in, VGA out, HDMI in (3x), S-Video in, MHL, Stereo mini jack audio 
out, Stereo mini jack audio in (2x), Microphone input, Finger-touch interface, 
Sync. in, Sync. Out
 
Muud funktsioonid:        Auto calibration, Auto brightness adjustment, Automatic 
input selection, Built-in speaker, Customizable user logo, Digital zoom, Direct 
Power on/off, Document Camera Compatible, Driverless installation, Dual Pen 
Support, Dynamic lamp control, Easy OSD pre-setting, Finger-touch support, 
Home Screen, Interactive, Long lamp life, Microphone input, Multi-screen 
interactivity, PC Interactive, PC free annotation, iProjection App for Chromebook, 
Split-Screen-Function, iProjection App

Garantii 3 aastat 

2. Saali projektor – 1 tk

Projektor Epson EB-L400U laser või samaväärne
Projektori kinnitustüüp: Laekinnitus

Mõõtmed           440 x 304 x 120 mm (Width x Depth x Height)
Kaal       7.8 kg
Müratase            Normal: 29 dB (A) - Economy: 22 dB (A)
Voolutarve         310 Watt, 236 Watt (economy), 0.3 Watt (standby)



Tehnoloogia      3LCD laser
Resolutsioon     WUXGA, 1920 x 1200, 16:10
Ekraan  50 inches - 500 inches
Valgusallikas      Laser
Kuva suhe           16:10
Valgustugevus  4500ANSI
Kontrasti suhe  2 500 000 : 1
Suumi suhe        Manual, Factor: 1 - 1.6
Automaatne trapetskorrektsioon            Ei
Lambi tööiga      lambi eluiga 20,000 Hours Durability High, 30,000 Hours 
Durability Eco
Heli        10 W
Liidesed               USB 2.0 Type A, USB 2.0 Type B, RS-232C, Wired Network, VGA 
in (2x), VGA out, HDMI in (2x), Stereo mini jack audio out, Stereo mini jack audio 
in (2x), Wireless LAN IEEE 802.11a/b/g/n/ac (WiFi 5) (optional), Wireless LAN b/g/n
(2.4GHz) (optional)

Muud funktsioonid:        AV mute slide, Auto Power On, Automatic input selection,
Built-in speaker, Customizable user logo, Direct Power on/off, Document Camera 
Compatible, Home Screen, JPEG Viewer, Long light source life, OSD copy function,
iProjection App for Chromebook, Quick Corner, Split-Screen-Function, iProjection 
App, iProjection set-up by QR code

Garantii               5 aastat või 12000 h

 


